provide access
to air valve

ball valve for shutoff

degreaser
(optional)

3/4-1" (19-25) supply
line from main to
pressure tank

120-220/24VAC transformer
can be above suspended ceiling

pressure tank,
secure to structure

<>\checkvalve ¥

1" (25) dia. supply line

~—— ball valve for
pressure control

suspended ceiling

backflow prevention
per local code

municipal
water

pressure reduction
valve @ main

70 psi (4.83 bar) minimum

align top of Sani-Floor units
with finished floor

3/4" (19) NPT connection to
unit header, cap opposite
end

provide 8-10" (203-254) opening each
side for plumbing connections

these elements can be located
at any location between main
supply line and pressure tank

timer

optional

(normally closed)

mount vertically w/access
(can be at any location on

supply line)

manual control

115

hinged locking | vac

access cover

24 VAC 3/4" (19) solenoid
/valve approximately 24" (609)

1" (25) minimum pressure line from / above FF.

pressure tank to floor units Confirm with local codes

\vacuum breaker, if required

by local codes

10" (254) depression —

installation using a depressed slab,

as shown, is a recommended, but |~

not required method

leveling legs

pour approximate 3" (76) concrete to secure
leveling legs, let set, then complete pour.

NOTE:

Parts included from manufacturer:

Pressure tanks

Solenoid actuated valves

Timer

24VAC transformer w/encl.
(degreaser, optional)

(check/ball valve assy. optional)
All remaining parts to be supplied
by plumbing contractor

3" (76) no hub connection
to grease interceptor

12" (305) round blockout
at drain location



